Truck motor specs

	502/502 ENGINE SPECIFICATIONS

	Displacement:
	502 cubic inches

	Horsepower:
	502 @ 5200 RPM

	Torque:
	567 @ 4200 RPM

	Max. Rec. RPM:
	5800 rpm

	Fuel:
	Premium Unleaded 92 Octane

	Spark Plugs:
	#4 Rapid Rire Gap .035, R43XLS Gap .035

	Ignition Timing:
	8° BTDC @ 800 RPM, 36° Total @ 5,000 RPM.

	Engine Block:
	Cast Iron, Four Bolt Main Caps (P/N 10237292)

	Bore & Stroke:
	4.47" x 4.00"

	Comp. Ratio:
	9.6:1

	Crankshaft:
	Forged Steel (P/N 10183723)

	Connecting Rods:
	Forged Steel, Shot peened, 7/16" bolts (P/N 10198922)

	Piston:
	Forged Aluminum (P/N 12533507)

	Piston Rings:
	(P/N 12524293)

	Camshaft:
	Hydraulic roller (P/N 12366543) Lift: .527" I, .544" E. Duration @ .050" 224° I, 234° E.

	Cylinder Heads:
	Cast Aluminum Oval Port 110cc Combustion Chambers (P/N 12363390)

	Intake Valve:
	2.25" Stainless Steel (P/N 12366987)

	Exhaust Valve:
	1.88" Stainless Steel (P/N 12366988)

	Valve Springs:
	(P/N 12462970)

	Valve Lash:
	Zero

	Rocker Arm:
	1.7:1 (P/N 12368082)

	Intake Manifold:
	Aluminum Holley flange (P/N 12363407)

	Carburetor:
	Holley 850 cfm (P/N 12366996)

	Distributor:
	HEI (P/N 1104067)

	Starter:
	Gear Reduction (P/N 9000852)

	Water Pump:
	Aluminum (P/N 14058915)

	Timing Chain:
	Single Roller (P/N 3891519)

	      The ZZ 502/502 is not intended for marine use, and should only be used in 1976 and earlier pre- emissions street vehicles or any year off road vehicles.
Technical Notes: Do not use bolt sealer on head bolts because they have blind bolt holes. Distributor (P/N 1104067) or melonized distributor gear (P/N 10456413) must be used on all crate engines with steel camshafts.


